
Congratulations on your
new flagpole
This flagpole is a quality product from Dano Mast.
We are convinced that you will enjoy it for many years.
Although the flagpole and fittings have been thoroughly
checked at the factory, we kindly ask you to check that all
the fittings shown in the diagram below have been included.
If anything is missing, please contact your dealer, who will
supply the missing fittings free of charge.
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Assembly instructions:
1. Mount the banner arm in the plastic housing on the flagpole
and fasten it with the cotter.

2. Fit the flag lock and hook into the banner arm close to the
flagpole, and fasten it.

3. The flag is fitted by inserting the seamed plastic thread on the
upper part of the flag into the channel of the banner arm.

4. When the flag is in position, mount the flag lock and fasten it
with the Allen key.

5. Finally, fit the end plug.
6. The flag rings are fitted into the flag holes (ordered separately,
number required depends on size).

7. Fit the flag weight.
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With hoistable banner arm

Assembly instructions:
1. Before erecting the flagpole, insert the winch handle into the mechanism and turn it in an anti-

clockwise direction while pulling on the cords at the top of the flagpole. Approximately 2 m of
cord should protrude from the pole.

2. The first cord is placed on the first guide wheel axle, and the second cord is placed on the
second axle. It is important that the cords do not cross over each other at the guide wheel
in the plastic housing.

3. Pull the casing over the plastic housing and fit the end cover using the four screws.
4. Thread the first cord into the first eye bolt and the second cord into the second eye bolt on the

banner arm (boom).
5. The flag is fitted by inserting the seamed plastic thread in the upper part of the flag into the

channel of the banner arm.
6. When the flag is in position, fit the flag lock and fasten it with the Allen key.
7. The flag rings are fitted into the flag holes (ordered separately, number required depends on

the banner size).
8. Fit the flag weight.
9. Erect the flagpole and raise the flag by turning the winch handle clockwise.
10. Remove the winch handle when the flag is fully raised.
11. If the banner arm is not completely raised and the winch handle cannot be turned any further,

adjust the length of the halyard.
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Assembly instructions

Maintenance:
All Dano Mast flagpoles have a smooth, shiny and stain-resistant
surface which under normal use will remain clean and shiny for
several years.
If the flagpole is exposed to car exhaust, smoke or other forms of
smudging , it may be washed off using a cloth or sponge and hot
soapy water.
After a few years, it is a good idea to treat the flagpole with wax,
which will help it to retain its normal stain-resistant surface and
smart glossy appearance.
After some years of use, the flagpole may need cleaning with the
Dano Mast Cleaning Set.
This cleaning set may be purchased from your Dano Mast dealer.
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