
Congratulations on your 
new flagpole
This flagpole is a quality product from Dano Mast.  
We are convinced that you will enjoy it for many years.  
Although the flagpole and fittings have been thoroughly 
checked at the factory, we kindly ask you to check that all 
the fittings shown in the diagram below have been included. 
If anything is missing, please contact your dealer, who will 
supply the missing fittings free of charge.

Mounting the finial, halyard 
and belaying cleat:
1.  Mount the pole capping on top of the pole, and fasten it with 

the four small self-tapping screws. Note that the screws must 
go through the plastic itself, not through the slits. It's a good 
idea to drill a small hole for easier fixing of the screw. 

2.  Mount the finial on the pole capping and fasten it using the 
longest screw. 

3.  Mount the belaying cleat where desired, but at least 125 cm 
from the bottom, opposite the joint of the pole. It is important 
to fasten the screws just enough for them to hold. Do not over-
tighten the screws.

4.  Pass the halyard through the finial and fasten it to the belaying 
cleat. 

5. Place the flagpole in the embedded socket tube. 
6.  To prevent the halyard from slapping, wind it once around the 

pole.

Maintenance:
All Dano Mast flagpoles have a smooth, shiny and stain-resi-
stant surface which under normal use will remain clean and 
shiny for several years. 
If the flagpole is exposed to car exhaust, smoke or other 
forms of smudging , it may be washed off using a cloth or 
sponge and hot soapy water. 
After a few years, it is a good idea to treat the flagpole with 
wax, which will help it to retain its normal stain-resistant sur-
face and smart glossy appearance. 
After some years of use, the flagpole may need cleaning with 
the Dano Mast Cleaning Set. 
This cleaning set may be purchased from your Dano Mast 
dealer. 

Double flag knot Flag knot

There are two flag knots that make it easy to untie the halyard. 
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Plastic pole capping

Finial

Halyard

Belaying cleat

2 shackles

7 screws

With pavement socket 

Plastic pole capping

Finial

Socket tube, 
plastic 

Halyard

Belaying cleat

7 screws

For quick mounting

Embedding and assembly instructions 
Assembly  
instructions:
Dig a hole the length of the socket tube, and 
insert the tube into it. Don't forget that the tube 
must be perpendicular. If the soil is very loose, 
it may be necessary to embed the tube in con-
crete.

Quick 
mounting

Embedding  
instructions:

Dig a hole the length of the tube and approxi-
mately 30 x 30 cm in width, and embed the 

socket tube in concrete. It is important that 
the socket tube is precisely vertical. After 

hardening for a minimum of three days, the 
pavement flagpole may be erected by opening 

the socket lid and inserting the flagpole's 
me tal upper tube, so that the wedges sup-

port the pole and keep it perpendicular. It is 
easy to secure the flagpole against theft – 

just shackle the flagpole and socket tube 
together.

▼
▼

Socket tube

The upper tube is ready-fitted 
to the flagpole at delivery. 


