
Congratulations on your 
new flagpole
This flagpole is a quality product from Dano Mast.  
We are convinced that you will enjoy it for many years.  
Although the flagpole and fittings have been thoroughly  
checked at the factory, we kindly ask you to check that all  
the fittings shown in the diagram below have been included.  
If anything is missing, please contact your dealer, who will  
supply the missing fittings free of charge.

With hinged base plate 4-12 m

Plastic pole capping

Finial

Halyard

Belaying cleat

7 screws

3 nut protectors

Embedding and assembly instructions 

Mounting the finial, halyard 
and belaying cleat:
1.  Mount the pole capping on the top of the flagpole, and secure it with the four 

small self-tapping screws. Note that the screws should go through the plastic 
itself, not through the slits. It’s a good idea to drill a small hole for easier fixing 
of the screw.

2.  Mount the finial on the pole capping and secure it using the longest screw.
3.  Mount the belaying cleat where desired, but at least 125 cm from the bottom, 

opposite the joint of the pole. It is important just to fasten the screws until they 
hold. Do not over-tighten the screws.

4.  Pass the halyard through the finial and fasten it to the belaying cleat. around the 
flagpole.

5.  Erect the flagpole on the base plate.
6.  To prevent the halyard from slapping, wind it once around the pole. 

Maintenance:
All Dano Mast flagpoles have a smooth, shiny and stain-resistant surface which 
under normal use will remain clean and shiny for several years. 
If the flagpole is exposed to car exhaust, smoke or other forms of smudging, it may 
be washed off using a cloth or sponge and hot soapy water. 
After a few years, it is a good idea to treat the flagpole with wax, which will help it 
to retain its normal stain-resistant surface and smart glossy appearance. 
After some years of use, the flagpole may need cleaning with the Dano Mast Clea-
ning Set. 
This cleaning set may be purchased from your Dano Mast dealer.

Each year, all bolts tightened on the plate to prevent metal Fatigue

For the foundation, dig a hole of  
suitable size and depth (see specifi-
cations). 
Fill the hole with a good lime cement 
(20MN/m2)
1 cement : 2 sand : 3 pea gravel

Press the anchor bolts into the concrete. 
To facilitate later adjustments of the 
flagpole, there must be a gap of approx. 
30 mm between the tilt plate and the 
concrete.

Once the concrete has set (3-7 days, 
depending on the season), connect the 
upper bracket on the flagpole to the tilt 
plate using the cranked cotter. Erect the 
flagpole and fasten it with nuts.

By following this guide, we are sure 
that you will enjoy the flagpole for 
many years.

Level the tilt plate and support it with 
a board to prevent it sinking into the 
concrete. Vibrate the air out of the 
concrete – it’s best to use a concrete 
vibrator. Remember to position the 
tilt plate to allow enough space for 
the flagpole.
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Adjust the vertical position of the flag-
pole with the 3 nuts on each anchor bolt. 
Remember to tighten all nine nuts once 
the flagpole is fully vertical.

Height of  Width  Depth 
 flagpole cm  cm

 4-6 m 35x35 cm 85 cm

 7-8 m 35x35 cm 95 cm

 9-10 m 40x40 cm 105 cm

 11-12 m 45x45 cm 115 cm

Foundation width/depth
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Tilt plate 
Cran-
ked  
cotter

Flagpole with 
hinged base 
plate 

Split pin
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Mounting the finial, halyard 
and belaying cleat:
1. Mount the pole capping and finial on the flagpole. 
2.  Fasten the pole capping using the screws. Note that the screws must pass through 

the ready-drilled holes and not through the slits. 
3.  Mount the belaying cleat where desired, but at least 125 cm from the bottom, oppo-

site the joint of the pole. It is important to fasten the screws just enough for them to 
hold. Do not over-tighten the screws.

4.  Pass the halyard through the slits on the pole capping and fasten it to the belay-
ing cleat. 

5. Erect the flagpole on its base plate. 
6. To prevent the halyard from slapping, wind it once around the pole.

Maintenance:
All Dano Mast flagpoles have a smooth, shiny and stain-resistant surface which under 
normal use will remain clean and shiny for several years. 
If the flagpole is exposed to car exhaust, smoke or other forms of smudging, this 
may be washed off using a cloth or sponge and hot soapy water. 
After a few years, it is a good idea to treat the flagpole with wax, which will help it 
to retain its normal stain-resistant surface and smart glossy appearance. 
After some years of use, the flagpole may need cleaning with the Dano Mast Clea-
ning Set. 
This cleaning set may be purchased from your Dano Mast dealer.

Each year, all bolts tightened on the plate to prevent metal Fatigue

For the foundation, dig a hole of a  
suitable size and depth (see specifi-
cations). 
Fill the hole with a good lime cement 
(20MN/m2)
1 cement : 2 sand : 3 pea gravel

With hinged base plate 13-18 m

Halyard

Belaying cleat

5 screws

4 nut protectors

Press the anchor bolts into the concrete. 
To facilitate later adjustments of the 
flagpole, there must be a gap of approx. 
30 mm between the tilt plate and the 
concrete.

Once the concrete has set (3-7 days, 
depending on the season), connect the 
upper bracket on the flagpole to the tilt 
plate using the cranked cotter. Erect the 
flagpole and fasten it with nuts.

By following this guide, we are sure that 
you will enjoy the flagpole for many 
years.

Level the tilt plate and support it with 
a board to prevent it sinking into the 
concrete. Vibrate the air out of the 
concrete – it’s best to use a concrete 
vibrator. Remember to position the tilt 
plate to allow enough space to mount the 
flagpole.
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Adjust the vertical position of the flag-
pole with the 3 nuts on each anchor bolt. 
Remember to tighten all 12 nuts once 
the flagpole is vertical.

Height of                    Width  Depth
 flagpole cm  cm

13-16 m 80x  80 cm 145 cm

17-18 m 100x100 cm 145 cm

Foundation width/depth 13-18 m

Embedding and assembly instructions 

Double flag knot Flag knot

There are two flag knots that make it easy to untie the halyard.

Finial with 
revolving 
pole cap-
ping 

Tilt plate 

Cranked  
cotter

Split pin

Flagpole
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